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The Banks iQ dashhoard PC features multiple
engine data displays: boost, speed, RPM's, engine
temp, oil pressure, fuel pressure and EGT’s. You can
read and clear engine codes, set engine condition
alarms, clock Ya-mile, '4-mile times, and 0-60 mph
speeds. The iQ also allows you to listen to music,
thumb through pictures, play video games, and plug
inmicro-SD cards, USB thumb drives, and more. Seen
here with the iQ is the Banks Six-Gun tuner that will
add a truck-load of power and torque to our Chevy.

The factory Duramax 6.6L (LBZ) diesel, making a
stout 360 hp and 650 Ib-ft of torque was no slouch,
but as always, we needed more and this truck was
about to undergo a Banks Performance upgrade.

After disconnecting the negative (ground) cable
of the battery or batteries, the thermocouple that
monitors the exhaust gases temperature entering
the turbocharger at the turbine housing was inserted
into the exhaust manifold located on the passenger
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TOOLS USED:

side of the engine. With the exhaust manifold
removed, a ¥s-inch hole was drilled 2% inches back
from the exhaust manifold’s exit flange. The hole
was then tapped using a Ya-inch NPT pipe tap. The
thermocouple fitting was given a coat of antiseize
compound and then carefully threaded into the
exhaust manifold.

Banks installation technician Joe then connected
the Banks Power Tuner leads to the iQ leads.

The mass air flow (MAF) connector located on the
elbow of the air box cover was disconnected. The
Six-Gun Tuner MAF (female) connector was routed to
the factory (male) MAF sensor and connected,

Atter disconnecting the 38-pin connector pair and
the 24-pin gray factory connector pair, the Six-Gun
38-pin male connector was connected to the female
factory connector. The process was then repeated
on the 24-pin connectors.

Assorted standard/metric sockets and ratchet, assorted standard/metric combination

wrenches, pliers, wire cutters, drill, '4-
torque wrench, antiseize compound, heat gun

PARTS USED:

/e-inch drill bits, tap handle, Ya-inch NPT tap,

Banks Six-Gun Power Tuner / Banks iQ dashboard computer

(Prices from Banks Performance and do not include tax, shipping or installation).
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The fuse box cover was thoroughly cleaned of
any dust and grease, then the two-sided adhesive
strips were applied to the backside of the Banks
Six-Gun Tuner case and placed firmly atop the fuse
box cover.

Moving inside the cab, Joe inserted the Banks 0BD-
I interface connector to the GM OBD-Il connector
under the dash. The RJ12 connector (phone-like
connector at one end of the PDA cable) was inserted
into the iQ Bridge Module port.

The Banks OBD-ll interface connector was
connected to the Banks iQl Bridge Module.

The Banks iQ universal suction cup mount was
secured to the windshield and the Banks iQ inserted
onto the mount. The ignition was turned on, which
instantly gave the 5-inch color touchscreen all of the
engine's data and we were ready for a test drive.
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