
6. The catalytic converter inlet will 
need to be trimmed to accommodate 
the Banks exhaust system. Be careful 
not to trim an excessive amount of 
tubing. Be sure to wear proper 
safety equipment.

IMPORTANT: Diesel catalysts 
may become plugged with soot 
which can restrict exhaust flow, 
impeding performance. Inspect the 
converter by shining a powerful 
flashlight into the inlet. Observe 
the light through the other end of 
the converter. The full circle of the 
flashlight should be visible without 
any blockage in the gridwork of 
the catalyst. 
If excessive soot is observed, the 
catalyst may need to be cleaned. 
TAKE PRECAUTIONS to avoid lowing 
soot toward the work area or 
where it could be inhaled. ALWAYS 
use breathing protection. Also 
inspect the catalyst for damage 
(i.e. chips, bent corners, etc.) to 
the gridwork. If your catalytic 
converter is damaged, it may 
be covered under your vehicle’s 
emissions warranty.

A) With the catalytic converter 
removed from the vehicle and the 
headpipe removed from the converter, 
measure approximately 4” from the 
weld and mark the location (this 
location should be before any bend, 
about 7” rear of the inlet flange). Using 
a reciprocating saw or equivalent, 
vertically cut and remove 7” from the 
converter outlet tubing (see Figure 2).

B) Install the supplied Banks front 
intermediate pipe onto the previously 
installed Banks T.O.P. Loosely install  
a supplied 4” exhaust clamp onto  
the forward end of the front 
intermediate pipe.

C) Install the supplied 31⁄2” clamp onto 
the outlet of the front intermediate pipe. 
Place the trimmed catalytic converter 
onto the previously installed front 
intermediate pipe. Loosely snug the 
clamp onto the catalytic converter inlet.

7. Place a supplied 31⁄2” clamp  
onto the front of the supplied rear 
intermediate pipe. 

Note: Review the Parts List Table on 
page 11 to verify the rear intermediate 
pipe P/N.

Figure 2
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8. Install the supplied rear intermediate 
pipe onto the catalytic converter outlet. 
Be sure the notch and catalytic converter 
pin are properly aligned. Lightly snug 
the 31⁄2” clamp onto the front of the 
intermediate pipe / catalytic converter 
outlet.

For crew-cab long-bed models, install 
the supplied extension pipe onto the 
intermediate pipe and snug a supplied 
4” clamp onto the connection. Note: 
Exhaust clamps should be placed at 
the beginning of the slot and evenly 
tightened.

9. For crew-cab long-bed, extended-cab 
short bed, and extended-cab long-bed 
models, it is necessary to relocate the 
factory-installed frame-mounted hanger 
pin that is located behind the rear 
transmission crossmember. 

A) Remove the two (2) factory nuts that 
mount the front muffler hanger pin to 
the frame rail and remove the hanger 
pin from the vehicle. 

Note: Extended cab short bed 
models will NOT use the two (2) 3⁄8” 
spacers.

B) Re-install the frame mounted hanger 
pin using the two (2) 3⁄8” long steel 
spacers onto the factory exhaust 
hanger studs. Install the hanger/spacer 
assembly into the vehicle frame holes 
about 10-16” to the rear of the original 
muffler hanger location (see Figure 
3). Note: spacers are to be installed 
between the hanger pin and the inside of 
the frame rail. Torque factory nuts to 
20 ft-lbs.

10. For crew-cab short-bed models,  
it is necessary to replace the factory-
installed frame-mounted hanger 
pin that is located behind the rear 
transmission crossmember. 

Figure 3
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A) Using a pry bar, completely remove 
the rubber hanger from the front muffler 
hanger pin. Remove the two (2) factory 
nuts on the front muffler hanger pin 
from the frame rail and remove the 
hanger pin from the vehicle. Retain  
the rubber hanger for re-assembly.

B) Install the supplied hanger pin to the 
vehicle frame about 10-16” to the rear 
of the original muffler hanger location 
(see Figure 3). Install the supplied bolts 
and washers into the hanger plate and 
through the frame. Install the supplied 
nuts and torque to 20 ft-lbs (27 N*m).

C) Reinstall the rubber hanger onto the 
mounted hanger pin assembly.

11. Install the single pin front hanger 
clamp onto the rear of the intermediate 
pipe with the hanger pin on the inside 
facing the muffler. Insert the hanger 

pin into the vehicle’s rubber grommet. 
Install the inlet of the Banks Monster 
muffler to the intermediate pipe. 

12. For F-series Trucks, install the 
dual pin rear hanger clamp onto the 
outlet of the Monster muffler with the 
hanger pins on the inside, facing the 
muffler. 

For Excursions, install the rear hanger 
clamp with the pins facing to the 
rear of the vehicle. Insert the two 
hanger pins into the vehicle’s rubber 
grommets.

13. Route the tailpipe over the rear 
axle housing and into the muffler outlet. 
Install the tailpipe hanger pin into the 
corresponding rubber hanger. Loosely 
snug the 4” hanger clamp onto the 
muffler outlet.

Figure 4
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14. Install the 5” Monster tailpipe tip 
on the exhaust. Keep the wrapping on 
until installation is complete. The tip 
should be rotated so the clamp nut and 
drain hole are pointing down. Align the 
end of the tip with the body line of the 
truck.

15. With everything positioned 
properly, begin to tighten the clamps 
starting with the ones closest to the 
front and working your way back. 
Torque the exhaust clamps evenly 
to 35 ft-lbs (47 N*m). Make sure that 
each slip is fully inserted (+/- 1⁄4 inch) 
and that all mount hangers are in the 
forward position (see Figure 4).

16. Remove the protective covering 
from the tailpipe tip.

CAUTION: The protective covering 
may ignite and burn if not removed 
prior to running the engine.

17. Your system includes two “Banks 
Power” logos designed to complement 
the Ford badging on your truck. Use the 
provided measurements (see Figure 
5) to position the logos for a clean 
factory look.

18. Re-connect negative battery 
cable(s). Start the engine and listen  
for exhaust leaks. Tighten the exhaust 
clamps as necessary. Whenever 
possible, tack-welding slip connections 
to prevent disengagement is 
recommended. Your Banks Monster 
Exhaust installation is now complete.

Figure 5
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Gale Banks Engineering 
546 Duggan Avenue • Azusa, ca 91702 
(626) 969-9600 • Fax (626) 334-1743

Product Information & Sales: (800) 438-7693

bankspower.com


