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1. As a precaution, disconnect the 
ground of the battery (if there is more 
than one battery, disconnect both).

2. Raise the vehicle and support it with 
properly weight rated safety stands, 
ramps or a commercial hoist. Follow 
the manufacturer’s safety precautions. 
Take care to balance the vehicle to 
prevent it from slipping or falling. When 
using ramps, be sure the front wheels 
are centered squarely on the topsides; 
place the transmission in park; set 
the parking brake and place blocks 
behind the rear wheels. CAUTION: DO 
NOT WORK UNDER ANY VEHICLE 
SUPPORTED ONLY BY A JACK. 
SEVERE INJURY MAY RESULT.

WARNING! The following step may 
require the use of a torch and/or 
saw. Proper safety equipment 
should be used. Failure to use 
proper safety equipment may 
result in severe injury.

3. Starting at the rear of the 
vehicle, remove the tailpipe near the 
intermediate pipe clamps by cutting 
through the connection or by removing 
the clamps and heating the joints 
with an oxy-acetylene torch to allow 
crimped pipes to separate. Remove 
the tailpipe from the vehicle.

4. Remove the clamps on the Diesel 
Particulate Filter to front intermediate 
pipe. TAKE CAUTION TO NOT CUT 
OR DAMAGE DIESEL PARTICULATE 
FILTER TUBING DURING THE 
REMOVAL PROCESS. Separate the 
intermediate pipe to Diesel Particulate 
Filter connection. 

Note: the use of an oxy-acetylene 
torch may be necessary. Remove 
the intermediate pipe hanger pins 
from the rubber hangers with a pry 
bar (Spray lubricant will ease hanger 
removal) and remove the intermediate 
pipe assembly from the vehicle.

5. Locate the supplied intermediate 
pipe and cut the intermediate pipe 
based on the following configurations. 
See Table 1. Cut the NON-swedged end 
of the intermediate pipe. See Figure 2.   
6. Install a 4” exhaust clamp onto the 
front of the Banks intermediate pipe. 
Install the intermediate pipe onto the 
Diesel Particulate Filter outlet. Loosely 
snug the 4” clamp.

7. Install the rear hanger clamp onto 
the intermediate pipe outlet with 
the hanger pins facing the front of 
the vehicle. Insert the two (2) hanger 
pins into the rear rubber hangers and 
adjust the hanger clamp to a position 
that best supports the intermediate 
pipe. (see Figure 3).

8. Route the tailpipe over the rear 
axle housing and into the intermediate 
pipe outlet. Install the tailpipe hanger 
pin into the corresponding rubber 
hanger (see Figure 3). Loosely snug 
the hanger clamp on the intermediate 
pipe outlet. 

9. Install the 5” Monster tailpipe tip 
on the exhaust. Keep the wrapping 
on until installation is complete. The 
tip should be rotated so the drain 
hole is facing down. Adjust the tip 
past the edge of the body or where 
aesthetically pleasing. 

Monster Exhaust System Installation
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Figure 2 Cut line

See Table 1 for cutting length

2007-08 Dodge 6.7L Cummins
Wheel Base Cut this length from the Intermediate 

Pipe. See Figure 2.

Mega Cab/ Short Bed 160.5” No Cut

Quad Cab/ Long Bed 160.5” No Cut

Regular Cab/ Long Bed 140.5” 21.75”

Quad Cab/ Short Bed 140.5” 21.75”

Table 1

10. With everything positioned 
properly, begin to tighten the clamps 
starting with the ones closest to the 
turbo and working your way back. 
Evenly torque the exhaust clamps to 
35 ft-lbs. Make sure that each slip is 
fully inserted (+/- 1⁄4 inch).

11. Remove the protective covering 
from the tailpipe tip. 

Caution: The protective covering 
may ignite and burn if not removed 
prior to running the engine. 

12. Your system includes two (2) 
Banks power logos. The logos can 
be mounted 1⁄2” to 1” above the 
“Cummins Turbo Diesel” emblem on 
the driver-side and passenger-side 
front fenders.

13. Re-connect battery terminals if 
previously removed. Banks Monster 
Exhaust installation is now complete.
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Figure 3
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Notes
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