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If head pipe is NOT being replaced, 
proceed to Step 12.

Headpipes for 1991-92 vehicles, proceed 
to Step 8 and 9.

Headpipes for 1993-95 vehicles, proceed 
to Step 10 and 11.

8.  Remove the four (4) bolts securing 
catalytic converter to the headpipe 
(Penetrating oil or WD-40 may assist in 
removal). Retain the support bracket 
from the flange for  re-assembly. 
Remove the factory headpipe from the 
exhaust system (See Figure 2).

9. Inspect the catalytic converter 
flange and remove any rust or carbon 
that may prevent the headpipe from 
sealing. Install the supplied Banks 
headpipe and gasket onto the catalytic 
converter flange. Verify the notch on 
the headpipe, gasket and catalytic 
converter flange are aligned. Reinstall 
the factory support bracket onto the 
headpipe flange. Place a small amount 
of anti-seize onto the four (4) supplied 
3⁄8 x 1.25” bolts. Install the 3⁄8” bolts, 
washers and nylock nuts onto the 
headpipe and catalytic converter 
flanges, tighten them evenly. Proceed 
to Step 13.

10.  Remove the 02 sensor from the 
head-pipe (if not already removed). 
Remove the clamp holding the headpipe 
and catalytic converter. Remove 
headpipe hanger pin from the rubber 
hanger. Remove the factory headpipe 
from the exhaust system (an oxy-
acetylene torch may assist in heating 
the headpipe for removal). 

11. Install the supplied Banks 
headpipe hanger pin onto the 
corresponding rubber hanger. Slip 
the headpipe outlet over the catalytic 
converter inlet. Loosely install the 
supplied 21⁄2” clamp over the headpipe 
and catalytic converter tubing. 
Proceed to Step 13.

12. Remove lower driver-side engine 

mount and set it aside. Floor jack 
maybe used to support the weight 
of the engine. (Be sure the support 
location does not damage engine 
components.)

13. Loosen intake/exhaust bolts 3,6 
and 7, but do NOT remove (see  
Figure 3). These bolts act as supports 
for the exhaust manifold. Remove all 
remaining intake / exhaust manifold 
bolts and set aside hardware for 
re-assembly (a 9⁄16” swivel socket may 
save time).

14. Remove the intake manifold 
from the engine block. Remove the 
remaining bolts (bolts 3,6 and 7) and 
remove the exhaust manifold.

15. Inspect the exhaust and intake 
mounting surfaces of the cylinder 
head and remove any rust or carbon 
that might prevent the TorqueTube 
or intake manifold from sealing. Be 
careful debris does not enter the 
engine ports. 

16. Install the supplied gasket onto 
the cylinder head dowels. Place a 
small amount of anti-seize on the 
threads of each of the eleven (11) 
factory intake and exhaust bolts.

17. Install TorqueTube manifold onto 
the cylinder head and support with 
loosely installed bolts in locations  
3,6 and 7. 

18. Install bolts 1, 2, 4 and 5 about 
three turns into engine block. Guide the 
intake manifold onto the cylinder head 
dowels. Loosely install all remaining 
intake/exhaust factory bolts. Be sure 
TorqueTubes and intake manifold seats 
flush as bolts are tightened.

19. Torque all exhaust and intake 
manifold bolts to 25 ft-lbs in the 
sequence shown (see Figure 3). Insert 
the supplied conical gasket onto the 
headpipe. Re-connect headpipe to the 
TorqueTube manifold with the supplied 
3⁄8” hardware.
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20. If headpipe was removed, tighten 
and torque headpipe hardware to 
35-ft-lbs.

21. Reinstall driver side engine mount 
using factory hardware.

22. Reinstall the power steering 
pump and mount bracket to the 
intake manifold. Reinstall the belt and 
adjust the belt tensioner to the vehicle 
specification.

23. Reconnect all vacuum and 
electrical connections on the intake 
manifold. Reinstall the throttle cable, 
transmission pressure line cable and 
cruise control (if applicable).

24. Reinstallation the fuel line. 
Reconnect the exhaust O2 sensor.

25. Reinstall the air inlet hose onto 
throttle body. Reinstall the air cleaner 
assembly if removed.

26. Reconnect the battery. Start the 
engine and listen for exhaust leaks. 
Check the fuel line for any leaks. Once 
normal operating temperatures have 
been reached, drive the vehicle and 
listen for any leaks or rattles. Correct 
as necessary. 

Figure 3
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	 QTY	description	     p/n 	

	 1	 Assembly, TorqueTube                                                     

51300/51302

	 1	 Gasket, Exhaust/Intake	 93093

	 1	 Gasket, Conical, Exhaust Outlet	 93092

	 2	 Hex Bolt, 3⁄8-16x2”	 91466

	 4	 Washer, 3⁄8 SAE Flat	 91402

	 2	 Nut, lock 3⁄8-16	 91416

	 1	 Lubricant, Anti-Seize 1-oz	 90045

	 2	 Decals, Banks Power 	 96004

	 1	 Decal, CARB E.O. 	 96205

	 1	 Warranty Statement 	 96503

	 1	 Card, Product Registration	 96392

	 1	 Owners Manual 	 96965

 

	 QTY	 description	    p/n 	

	 1	 Assembly, Headpipe (1991-92)	 51307

	 1	 Assembly, Headpipe (1993-95)	 51308

	 1	 Gasket, Headpipe Outlet (1991-92)	 93094

	 1	 Clamp, Exhaust 21⁄2” (1993-95)	 52461

	 4	 Hex Bolt, 3⁄8-16 x 1.25 (1991-92)	 91428

	 4	 Nut, Lock 3⁄8-16 (1991-92)	 91417

	 8	 Washer, 3⁄8” SAE Flat (1991-92)	 91402

	 1	 Owners Manual 	 96965

Parts List, Jeep 4.0L TorqueTube System

Parts List, Jeep 4.0L Headpipe System
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Gale Banks Engineering 
546 Duggan Avenue • Azusa, ca 91702 
(626) 969-9600 • Fax (626) 334-1743

Product Information & Sales: (800) 438-7693

bankspower.com


