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Section 6
DISPLAY Settings

The display setting on your Banks 
OttoMind programmer allows you to 
control the contrast level and turn the 
backlight ON and OFF.

1. Plug the OBD II connector from your 
Banks OttoMind programmer into the 
OBDII connection port of your vehicle.

2. After the welcome screen, scroll 
down the main menu and select 
‘Display Settings’ by highlighting it 
and pressing the ‘ENTER’ button. See 
Figure 15.

3. To toggle the backlight from ON 
to OFF or vice versa, highlight ‘LCD 
Backlight’ from the ‘Display’ screen 
and select it by pressing the ‘ENTER’ 
button.

4. In the ‘LCD Backlight’ menu you can 
press the UP key to switch the light 
ON. If light is ON, press the DOWN key 
and the backlight will turn OFF. See 
Figure 16.

5. To keep your settings, you must 
save them by pressing ‘ESC’.

6. To adjust the contrast, highlight 
‘LCD Contrast’ from the ‘Display’ 
screen and select it by pressing the 
‘ENTER’ button.

7.  In the ‘LCD Contrast’ screen you 
can press the Left and Right key to 
change the percentage of contrast.  
The ‘Right’ button will increase the 
contrast and the ‘Left’ button will 
decrease the contrast.  The contrast 
will change by increments of 1%. See 
Figure 17.

8. To keep your settings, you must 
save them by pressing ‘ESC’.

-END, SECTION 6-



96518 v.6.0   11

Section 7
Troubleshooting

Table 1

                 Event Course of Action

1
Banks OttoMind will not 
power up when I plug it 
into the OBDII port

Make sure that the cigarette lighter 
fuse in your vehicle is functional. You 
may also want to try plugging the Banks 
OttoMind into any other vehicle with 
an OBDII port to see if it powers up. If 
it does not, please return to point of 
purchase for a warranty exchange.

2 Banks OttoMind lights 
up, but nothing happens.

Please contact Gale Banks Engineering 
customer service department for further 
assistance. 

3

Banks OttoMind is 
flashing “Script error: 
Interpreter stopped.” 
Verify that you have done 
the following:

-Check to see that all fuses in the fuse 
panel are good.

-Make sure you have disabled any 
aftermarket electronics in the vehicle 
such as alarm systems, stereos, CD 
players etc.

-Removed anything that is plugged into 
the cigarette lighter.

4 Banks OttoMind says 
“ECM Not Supported”   

Please contact Gale Banks Engineering 
customer service department for further 
assistance.

5 Error 22- Time Out Press ‘ESC’ and restart.

6 Error 25- Comm Failure
Key was not turned ON in enough time. 
Leave key in the ON position and press 
the ‘ESC’ button to restart.

7 Error 48- DLCS- Time Out Data link communications system (DTCS) 
timed out. press ‘ESC’ and restart.

8 Program Failed, Press 
ESC Press ‘ESC’ and try again.



Figure 18 - Table of Adjustable Parameters

Vehicle Display on unit Year Options

6.8L Ford Motor 
Home

6.8L Motor Home 99-08 (None)

6.8L Ford F-250/350 6.8L F250/350 99-08 Speed Limiter, Fuel Octane

5.4L F150 5.4L F150 99-08 Speed Limiter, Tire Size, 
Axle Ratio, Fuel Octane

4.6L F150 4.6L F150 99-08 Speed Limiter, Tire Size, 
Axle Ratio, Fuel Octane

4.2L F150 4.2L F150 04-08 Speed Limiter, Tire Size, 
Axle Ratio, Fuel Octane

6.8L Excursion 6.8L Excursion 00-05 Speed Limiter, Fuel Octane

5.4L Excursion 5.4L Excursion 00-05 Speed Limiter, Fuel Octane

5.4L Expedition/
Navigator

5.4L Expedition 99-06 Speed Limiter, Tire Size, 
Axle Ratio, Fuel Octane

4.6L Expedition/
Navigator

4.6L Expedition 99-04 Speed Limiter, Tire Size, 
Axle Ratio, Fuel Octane

5.4L Explorer 5.4L Explorer 02-05 Speed Limiter, Tire Size, 
Axle Ratio, Fuel Octane
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