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Code Banks iQ Error Message Corrective Action

1,1
Fuel Rail Pressure (FRP) 
Input Voltage Out of 
Range.

Turn ignition OFF for 60 seconds and check the black and gray 
connectors. 

1,2
Manifold Absolute 
Pressure (MAP) Input 
Voltage Out of Range.

Turn ignition OFF for 60 seconds and check the gray and black 
connectors. 

1,3 EconoMind Switch Input 
Value Out of Range.

Turn ignition OFF for 60 seconds and make sure either Banks 
iQ or EconoMind Switch is connected to the EconoMind Tuner. 
If the EconoMind Switch is connected (no Banks iQ), check the 
2-terminal connection on Tuner’s In-Cab cable. If Banks iQ is 
connected (no Banks EconoMind Switch), check the 4-terminal 
connection on the Tuner’s In-Cab cable. 

1,4 Mass Air Flow (MAF) Input 
Voltage Out of Range.

Turn ignition OFF for 60 seconds and check the 5-Terminal MAF 
connector. 

2,1
Fuel Rail Pressure (FRP) 
Output Voltage Out of 
Range.

The FRP sensor may be bad. Turn ignition OFF for 60 seconds and 
check the gray and black connectors. 

2,2
Manifold Absolute 
Pressure (MAP) Output 
Voltage Out of Range.

The MAP sensor may be bad. Turn ignition OFF for 60 seconds and 
check the black and gray connectors. 

2,3 Exhaust Gas Temperature 
(EGT) Sensor Circuit Fault.

Turn ignition OFF for 60 seconds and check the thermocouple 
connectors. 

2,4
Mass Air Flow (MAF) 
Output Voltage Out of 
Range.

The MAF sensor may be bad. Turn ignition OFF and check the 
5-Terminal MAF connector. 

3,1 Engine Position Sensor 
Fault.

Turn ignition OFF for 60 seconds and check the gray and black 
connectors. 

3,2
Internal Module 
Malfunction or Intermittent 
Power.

Turn ignition OFF for 60 seconds and check the black and gray 
connectors. Check the Tuner’s fuse. 

3,3 EGR Valve Position Input 
Voltage Out of Range.

Turn ignition OFF and check the black and gray connectors.  

3,4 OBDII CAN communication 
error

Turn ignition OFF for 60 seconds and check the gray and black 
connectors. 

4,1 Injection Control Signal 
Fault.

Turn ignition OFF for 60 seconds and check the gray and black 
connectors. 

4,2 Transmission Slippage 
Detected.

Transmission is slipping excessively. Code will automatically clear 
once transmission stops slipping (repaired). If code is thrown, 
torque convertor needs to lock and unlock 5x before code is 
cleared from transmission.

4,3 or 
4,4

Internal Module 
Malfunction.

Turn ignition OFF. Turn ignition back ON after 60 seconds and 
re-check for presence of code. If error is still present, turn ignition 
OFF and check all connectors. Check the Tuner’s fuse. 

Table 1: EconoMind Troubleshooting

If any code is displayed or is persistent, pull the connectors apart and check the terminals. A terminal 
may not have been seated correctly during manufacturing and it may have moved when connected. If it 
appears that a terminal has moved, gently pull on it with small needle nose pliers to lock it in place.
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If the EconoMind Diesel Tuner has 
been moved to a different vehicle, 
or you are instructed to do so by 
Banks Technical Staff, it is possible to 
reset all of the parameters that the 
EconoMind has ‘learned’ - presence of 
an EGT thermocouple, etc. 

CAUTION: The following procedures 
can only be carried out with the 
engine OFF!

1. Turn the vehicle key to ON but DO 
NOT start the engine. 

2. Fully depress the throttle pedal 
and then release it completely. 
Repeat 5 times. The Tuner’s GREEN 
LED will flash when this is completed 
successfully. 

3. Turn the key OFF. Wait 60 seconds 
and make sure the GREEN LED goes 
off and stays off. Turn the key back to 
the ON position but DO NOT start the 
engine. 

4. Fully depress the throttle pedal and 
then release it completely. Repeat 5 
times.

5. The EconoMind Tuner has 
now been cleared of all ‘learned’ 
parameters and will now be in 
a factory-default state, as it was 
originally shipped.

-END, SECTION 13-

Section 13
Clearing Learned Information

If the EconoMind Diesel Tuner should 
ever need to be removed from the 
vehicle, perform the following:

1. Disconnect the negative (ground) 
cable from the battery (or batteries, if 
there are two) before beginning work.

2. Disconnect the EconoMind’s gray 
connector from the factory harness. 

3. Re-connect the vehicle’s gray 
connector back into the factory 
harness.

4. Disconnect the EconoMind’s black 
connector from the factory harness. 

5. Re-connect the vehicle’s black 
connector back into the factory 
harness.

6. Disconnect the EGT thermocouple 
connector. The thermocouple may be 

left in place or removed if a suitable 
plug is used.

7. Disconnect the ‘In-Cab Cable’ and 
gently pull the cable back through the 
firewall.

8. Remove the EconoMind Diesel 
Tuner. Failure to follow the above 
instructions when removing the Tuner 
will result in a “Check Engine” light 
on the dash and a Diagnostic Trouble 
Code being stored in the factory 
computer, in addition to the engine 
not running.

9. Re-connect the negative (ground) 
cable(s).

-END, SECTION 14-

Section 14
Removal of the EconoMind Diesel Tuner
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Section 15
Placement of the Banks Power Decals

TYPICAL LEFT FENDER PLACEMENT

TYPICAL RIGHT FENDER PLACEMENT

Figure 54
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Template 3- Use only when drilling from the front

Template 4- Use only when drilling from the rear


